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TO CHARLES COUNTY

PROPOSED SIGNALS & SIGNS
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NOQTES TO THE CONTRACTOR

1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON
THESE PLANS ARE SCHEMATIC AND ARE NOT TO BE
CONSIDERED COMPLETE. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR NOTIFYING ALL UTILITY COMPANIES
PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE
LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES
THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC
SIGNAL EQUIPMENT WILL OCCUR, THE CONTRACTOR SHALL
NCTIFY THE APPROPRIATE PROJECT ENGINEER IMMEDIATELY.

NEMA PHASING

NEMA NOTES:

1, PHASES ASSOCIATED BY A DASHED LINE

WILL OPERATE CONCURRENTLY.

2. PHASES ASSOCIATED BY A SOLID LINE

WILL. NOT OPERATE CONCURRENTLY.

FLASHING
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CONSTRUCTION DETAILS I o
A. INSTALL PROPOSED CONCRETE PAD WITH FOUNDATION FOR SUPPORT.
B. USE THE EXISTING HANDHOLE. Ll
C. REMOVE THE EXISTING SIGNAL HEAD. INSTALL THE PROPOSED SIGNAL HEAD.
D. INSTALL THE PROPOSED SIGNAL HEAD. =
E. REMOVE THE EXISTING SIGN. —
F. INSTALL THE PROPOSED GROUND MOUNTED SIGN. =
G. REMOVE THE EXISTING PAVEMENT MARKING. INSTALL THE PROPOSED 24
Hw{l}lgjr_i:ﬂT}é%Agx?gﬁlﬁlgncggggﬁrNENT PREFORMED THERMOPLASTIC PAVEMENT MARKINGS. 'S
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